Portable Assembly Biogas System--(1.2m?)
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Please check the main parts according to the list on page 3
before installation, and then follow the steps to start the
installation from page 4.




OUTLET

AN

BAG

éLﬁ

| 920
INLET '
%%' O 080
1200
| ‘ 980
" AXONOMETRIC TOP
JOINT(FOR BIOGAS TUBE)
L Jl/ INLET A 75
y e - gy Ci I~T //_\
F 7330 | _
4 2 S 23
Jg N 270 N CE
| LT
— L
980 980 260 | 2
980 "~
FRONT LEFT RIGHT




Part identification drawing
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PARTS LIST(unit:mm)
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Place parts A,B,C and D as
shown in illustration.
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Install parts E (2pcs), parts F and
parts G separately, and insert the bolt
from bottom to top, and the four
corners are inserted in the same way




Install parts H (2pcs), and insert
bolts from inside to outside
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Install parts I, parts J and parts
K separately, and insert bolts
from inside to outside




Install parts L (6pcs) , and insert

bolts from inside to outside




and the bolt insertion

method is as shown in the

Install parts M

illustration.




Install parts N (10pcs) around, and
insert bolts from inside to outside.
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the side with high hole position
is at the front, and the side with
low hole position is at the back
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Firstly, insert the bolts into
all the remaining holes as
shown in the illustration to
fix the sunlight sheet. Then
unfolded the digester bag
and place it as shown in the
picture
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Insert two parts O on the side
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Place two pieces short sunlight sheet at the
front and back side, press it with smaller
wrench, and then install a washer and a nut
(as shown on the next page drawing).
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Cut the sunlight sheet according to
the size shown in the drawing.
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Flange with bolt

PVC gasket
Inlet

PVC gasket

Stainless inlet

Stainless flange

Firstly, insert four thick bolts from inside to
outside (through the sunlight sheet), then
install the inlet hopper and fix it with nuts, and
finally install the internal parts of the inlet
hopper according to the diagram on the right
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Flange with bolt
PVC gasket

Outlet
PVC gasket

Stainless Outlet —\
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Firstly, insert four thick bolts from inside
to outside (through the sunlight sheet),
then install the baffle and fix it with nuts,
and finally install the rest parts
according to the left diagram
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Insert the other two pcs of parts O.
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BIOGAS TUBE CONNECTION
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suggestion during the installation process.
Portable Assembly Biogas

System--(Family size)
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